
COZENS & COLE LTD.

Reference 70 Elevator Bucket Bolts (Box of 100)

Metric Thread Imperial Thread

The 4 special lugs under bolt head prevent bolt from turning when tightening nuts.

To be used with or without Large Oval Back Washers. Large Oval Back Washers help prevent the 
bolt pulling through the belt in heavy duty applications.

Each box of 100 comes complete with small washers and hexagonal nuts.

Selected 
Steel

Stainless
Steel

Size Code
M8 x 20 J800764 -
M8 x 25 J800765 J810765
M8 x 30 J800766 J810766
M8 x 40 J800767 J810767
M10 x 25 J800768 -
M10 x 30 J800769 -
M10 x 40 J800770 -
M10 x 45 J800771 J810771
M10 x 50 J800772 J810772
M10 x 55 J800773 -
M12 x 50 J800779 -
M12 x 55 J800778 -

Selected 
Steel

Stainless
Steel

Size Code
1/4 x 3/4 J800063 -
1/4 x 1 J800065 J810065

1/4 x 1 1/4 J800066 J810066
1/4 x 1 1/2 J800082 -
5/16 x 3/4 J800067 -
5/16 x 1 J800068 J810068

5/16 x 1 1/4 J800069 J810069
5/16 x 1 1/2 J800081 J810081

5/16 x 2 J800084 -
3/8 x 1 J800071 -

3/8 x 1 1/4 J800072 J810072
3/8 x 1 1/2 J800073 J810073
3/8 x 1 3/4 J800074 J810074

3/8 x 2 J800075 J810075
3/8 x 2 1/4 J800076 -
3/8 x 2 1/2 J800083 -
1/2 x 1 1/4 J800078 -
1/2 x 1 1/2 J800079 -
1/2 x 1 3/4 J800080 -

1/2 x 2 J800112 -
1/2 x 2 1/4 J800111 -
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COZENS & COLE LTD.

Thread Zinc Plated Stainless 
Steel

Size Code
1/4 or M6/M7 J800085 J810085
5/16 or M8 J800086 J810086
3/8 or M10 J800087 J810087
1/2 or M12 J800088 -

Thread
Size

1/4 or M6
5/16 or M8
3/8 or M10
1/2 or M12
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Large Oval Back Washers (Box of 100)

Large oval back washers are used with Ref 70 elevator bolts to help prevent the bolt pulling 
through on heavy duty applications.

Upgrade To Nylon Insert Self-Locking Nuts For Ref 70 (Box of 100)

Nylon Insert Self Locking Nuts are substituted for the standard nuts.



COZENS & COLE LTD.

Jackson Euro Elevator Bucket Bolts DIN 15237 (Box of 100)

Metric Thread

Each box complete with Hex Nut and small flat washer

The Jackson Euro Elevator Bolt is manufactured in diameters M6 M7 M10 and M12 made 
from selected steel to meet the requirements grade 4.6.They are finished electro plated and 
clear passivated as standard. The only difference dimensionally from DIN 15237 is that we 
have improved the head diameter by making them larger on M6 and M8. Our bolts are fully 
threaded to enable clamping on the thinnest belts.

Minimum order quantity of 25 boxes for Stainless Steel.

Selected 
Steel

Stainless
Steel

Size Code
M6 x 20 J800121 -
M6 x 25 J800122 -
M7 x 22 J800128 -
M7 x 25 J800129 -
M7 x 30 J800130 -
M8 x 20 J800134 -
M8 x 25 J800135 -
M8 x 30 J800136 J810136
M8 x 35 J800137 J810137
M8 x 40 J800160 -
M10 x 25 J800140 -
M10 x 30 J800141 -
M10 x 35 J800142 J801142
M10 x 40 J800143 J801143
M10 x 45 J800145 -
M10 x 40 J800149 -
M10 x 50 J800150 -
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Metric Thread

Metric Thread

Zinc Plated 304
Stainless

Size Code
M6 / M7 J800089 J810100

M8 J800090 J810101
M10 J800091 J810102
M12 J800092 -

Selected 
Steel

Size Code
M8 x 30 J800753
M8 x 40 J800759
M10 x 30 J800754
M10 x 35 J800755
M10 x 40 J800749
M10 x 45 J800758
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Jackson DIN 15237 Domed Washer Bucket Protector (Box of 100)

Designed for use with DIN 15237 elevator bucket bolts to act as a protective washer when used 
on steel buckets with recessed holes. Made from the finest mild steel and zinc electro plated 
and clear passivated for protection against corrosion. This washer can be used with most types 
of elevator bucket bolt if required.

All Stainless Steel Domed Washers are manufactured from 1mm thickness material and thus 
differ from the DIN 15237 spec in this respect.

Jackson Fang Elevator Bucket Bolts (Box of 100)

Fang Elevator Bolts have been designed to meet the need for a top quality bolt which is quick 
and easy to fit, efficient in use and easier to remove when worn.

Each box of 100 bolts is supplied complete with Hex Nuts.



COZENS & COLE LTD.

Imperial Thread

Selected 
Steel

Size Code
5/16 x 1 J830068

5/16 x 1 1/4 J830069
3/8 x 1 1/4 J830071
3/8 x 1 1/2 J830072
3/8 x 1 3/4 J830073

Hand Tools
Size Code
5/16 J830086
3/8 J830087
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Jackson Easifit Elevator Bucket Bolts (Box of 100)

Recommended for use with dished buckets.

The strongest elevator bucket bolt available. The Easifit bucket bolt is designed to meet
the requirements of the modern elevator, running at higher speeds with thinner belt.
The nut can be tightened in one easy operation while the bolt is gripped in the tool from
only one side of the belt. The fully threaded shank and positive grip of the tool combine to
give easier removal of bolt when necessary. The Easifit bolt is supplied with a Nylon insert
locking nut and small flat washer.

Tools For Fitting Easifit Bolts

Each box of 100 bolts is supplied complete with small flat washers and Nylon insert lock nuts.



COZENS & COLE LTD.

Imperial Thread

Selected 
Steel

Stainless 
Steel

Size Box Quantity Code
1/4 x 3/4

100

60000 60081
1/4 x 1 60002 60082

1/4 x 1 1/4 60004 60083
1/4 x 1 1/2 60006 -
1/4 x 1 3/4 60008 -

1/4 x 2 60010 -
5/16 x 3/4

50

60012 -
5/16 x 1 60014 -

5/16 x 1 1/4 60016 60085
5/16 x 1 1/2 60018 60087
5/16 x 1 3/4 60020 60086

5/16 x 2 60022 -
5/16 x 2 1/2 60024 -

3/8 x 1 60026 -
3/8 x 1 1/4 60028 -
3/8 x 1 1/2 60030 -
3/8 x 1 3/4 60032 -

3/8 x 2 60034 -
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Norway Style Elevator Bucket Bolts

A range of Solid Steel Belt Punches from 2mm to 25mm is available.

Please call Sales for details.

Solid Steel Belt Punches

Each box comes complete with hexagonal nuts
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Fanged Elevator Bolts* - Steel / Zinc / Stainless
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Elevator Bolts

lAvailable in Stainless Steel. All sizes available in Zinc Plated

Size
(Nominal Inches)

Head
Diameter

Packaged with finished Hex Nuts 
Weight in Pounds

Fang 
Length

Quantity/
Box

Weight/
Box

l1/4 - 20 x 3/4 31/32” 7/32” 100 3.5
l1/4 - 20 x 1 31/32” 7/32” 100 3.7
l1/4 - 20 x 1 1/4 31/32” 7/32” 100 4.0
l1/4 - 20 x 1 1/2 31/32” 7/32” 100 4.2
l1/4 - 20 x 1 3/4 31/32” 7/32” 100 4.6
l1/4 - 20 x 2 31/32” 7/32” 100 4.7
l1/4 - 20 x 2 1/4 31/32” 7/32” 100 4.9
l1/4 - 20 x 2 1/2 31/32” 7/32” 100 5.1
l5/16 - 18 x 1 1-3/16” 7/32” 100 5.9
l5/16 - 18 x 1 1/4 1-3/16” 7/32” 100 7.0
l5/16 - 18 x 1 1/2 1-3/16” 7/32” 100 7.2
l5/16 - 18 x 1 3/4 1-3/16” 7/32” 100 7.3
l5/16 - 18 x 2 1-3/16” 7/32” 100 7.7
l5/16 - 18 x 2 1/4 1-3/16” 7/32” 100 8.7
l5/16 - 18 x 2 1/2 1-3/16” 7/32” 100 9.1
l3/8 - 16 x 1 1/4 1-5/16” 9/32” 50 4.3
l3/8 - 16 x 1 1/2 1-5/16” 9/32” 50 4.6
l3/8 - 16 x 1 3/4 1-5/16” 9/32” 50 4.7
l3/8 - 16 x 2 1-5/16” 9/32” 50 5.2
l3/8 - 16 x 2 1/4 1-5/16” 9/32” 50 5.4
l3/8 - 16 x 2 1/2 1-5/16” 9/32” 50 5.7

*Manufactured under the following Patents: US 3,712,357 / Canada 966,338

Installation Note: Insert bolts in holes with fangs in line across the width of belt.
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Elevator Bolts

Size
(Nominal Inches)

Head
Diameter

Packaged with finished Hex Nuts 
Weight in Pounds

Fang 
Length

Quantity/
Box

Weight /
Box

1/4 - 20 x 3/4 31/32” 7/32” 100 3.6

1/4 - 20 x 1 31/32” 7/32” 100 3.8

1/4 - 20 x 1 1/4 31/32” 7/32” 100 4.1

1/4 - 20 x 1 1/2 31/32” 7/32” 100 4.3

5/16 - 18 x 1 1-3/16” 7/32” 100 6.0

5/16 - 18 x 1 1/4 1-3/16” 7/32” 100 7.1

5/16 - 18 x 1 1/2 1-3/16” 7/32” 100 7.3

5/16 - 18 x 2 1-3/16” 7/32” 100 7.8

Size
(Nominal mm)

M8 x 25 30mm 5.5mm 100 5.9

M8 x 30 30mm 5.5mm 100 6.4

M10 x 30 33mm 7.1mm 50 4.2

M10 x 35 33mm 7.1mm 50 4.6

Pointed End Fanged Elevator Bolts* - Steel / Zinc

Metric Fanged Elevator Bolts* - Zinc

*Manufactured under the following Patents: US 3,712,357 / Canada 966,338

Installation Note: Insert bolts in holes with fangs in line across the width of belt.


